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1 - Overview

The PMG Ethernet Option is designed to provide Ethernet connectivity to the PMG
either as a part of your Street Dynamics Portal subscription or as a standalone device
configuration.

Note

The following steps should be handled prior to installing the PMG in
its final location if possible, as you will need to configure the PMG to
utilize the Ethernet connection.

*You will need to provide appropriate power to the PMG
(connect to AC/Battery/DC power source).

2 - Network Organization

You will need to know the configuration of the Ethernet network to which your PMG wiill
be connected.

IP Address assignment

For Street Dynamics Portal PMG, we recommend having the network assign the
IP Address, since the PMG is constantly updating the Portal of its IP Address. This
is done by enabling DHCP on the PMG.

For Standalone PMG, we recommend having a Static IP Address, since the PC
always initiates communication to the PMG. This is done by disabling DHCP on
the PMG.

The following parameters need to be known, contact your appropriate network
controlling authority to determine these values:

DCHP: [Yes / No]
If DHCP is No

o PMG Static IP Address:
o Ethernet Subnet Mask:

o Ethernet Default Gateway: _ _ _.___.___.___
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3 - PMG Configuration

To set up your PMG, you will first need to connect to it via the USB cable provided. From
there you will configure the Ethernet options as determined in the previous section.
Follow the steps below to properly configure your PMG for your network.

Initial Connection

1. Install the Stalker PMG Utility onto your PC If it is not already installed. It is installed
utilizing the provided USB stick labeled 200-1300-00. Follow the instructions
provided on the case insert.

2. Connect power to the PMG and turn on the PMG utilizing the provided power key.
Turn the key fully clockwise. Allow the PMG to complete its startup sequence.

Ethernet
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— time of order.

e — — - |

Figure 1

3. Connect the PMG to your PC utilizing the USB cable provided with your PMG.

4, Locate the Stalker PMG Utility icon on your PC desktop and start the tool.

5. Establish communications with the PMG

Click the gear icon in the top right corner of the Stalker PMG Utility.

Select Connection To PMG from the dropdown menu.
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- Choose Serial Port (Figure 2)and select the correct serial port from the
dropdown list, if the serial port is not listed, click Refresh Ports. Once the
correct port is selected, click Connect (Figure 3).

Cemnection To PMG Connection To PMG
CNNEClion 1 Connection
O ey |com3 - PmG | COM3 - PMG
|
SN e COM13 - Standard Serial over Bluetooth link O Serial Port
DOM12 - S1andard Serial over Bluetoath link
COM15 - Standard Seriad over Bluetooth link
Ethermet COM 16 - Standard Serial over Bluetoath link Ethemnet
Refresh Ports
Close Close

Figure 2 Figure 3

- If you have successfully connected to your PMG, you will see the “Successfully
Loaded” message (Figure 4).

Connection To PMG

Disconnect

Reload PMG
Configuration

Cloge
Figure 4

Ethernet Configuration

1. Click the Advanced Options button (Figure 5) to display the advanced options
tabs (Figure 6).

BN <orfiguration @ STALKER PMG Configuration Application

Figure 5

Quick Setup Configuration — .‘;TAIXER PMG Cﬂnﬁguraﬁﬂn Applll:ahun_ 1

Text Graphics Animations Multi-Phase Calendar Scheduled Operation Power Monitor Radar  Traffic Data Communication  About
Figure 6

2. Select the Communication tab.
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3. Configure the Ethernet Settings (Figure 7).

Text Graphics Animations Multi-Phase Calendar Scheduled Operation Power Monitor Radar Traffic Data [N ~bout

Remote Key Fob Add New Key Fob Delete All Key Fobs

Wireless FIN 4032 (6 digits max)

Ethernet IP Setting  Automatic (DHCP) ~

Figure 7

Ethernet IP settings

If your PMG is to use DHCP, then set Ethernet IP Setting to Automatic (DHCP),
skip to step 4

If DHCP will not be used, then set Ethernet IP Setting to Manual

Remaining Ethernet Settings for non-DHCP Ethernet network

Fill in the following accordingly as determined previously

o |IP Address: Enter the PMG Static IP Address.
o Subnet Mask: Enter the Ethernet Subnet Mask.
o Default Gateway: Enter the Ethernet Default Gateway

4. If you purchased the optional Street Dynamics Portal subscription for your PMG,
select the Street Dynamics Communications checkbox (Figure 8) to enable
connectivity to the Street Dynamics Portal. Otherwise, leave unchecked.

Cuiick Setup - Configuration = fﬁfﬁfﬁ FMG canﬁgurﬂtiﬂn Appllcﬂtlﬂn-

Text  Graphics Animations Calendar Scheduled Operation Power Monitor Radar Traffic Data [N ~bo-t

Remate Key Fob Add Mew Key Fobs Delete Al Key Fobs

B Street Dynamics Communicatio

aprded fo wie Bha peTvisE,

Wireless FIN 032 (B digits max)

A 5D occooed i

Ethemet IP Setting  Automatic (DHOP -

Figure 8

5. Save the configuration to

your PMG by clicking Save to Save to PMG Load Config Save Config
PMG (Figure 9).

plied Concepts, Inc\Documents\PMG PMG: 54001173 | COMZ: Connected! |

Figure 9
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4 - Validate Communications

The validation procedure to be used is determined according to if your PMG is linked to
a Street Dynamics Portal subscription or if it is a standalone installation.

PMG with Street Dynamics Portal Subscription

Validation of connectivity for a Street Dynamics Portal configured PMGs involves using
your Street Dynamics Portal account and verifying the portal shows your PMG as being
online.

Make sure your PMG has the Ethernet cable connected to both the PMG and the
network connection point. Next power on your PMG

Log into the Street Dynamics Portal with the provided username and password.

URL: https://streetdynamics.com/sd-portal/

Go to the Admin Tab and select Devices (Figure 10). Your PMG should be listed by
serial number with an indication of Online or Offline.

_
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Figure 10

PMG in Standalone Configuration

Validation of connectivity for a standalone Ethernet configured PMG is straight-forward.
It does require that your PC is connected to the same Ethernet network as the PMG.

1.

Make sure your PMG has the Ethernet cable connected to both the PMG and the
network connection point. Next power on your PMG

With your PC connected to the same Ethernet as your PMG, launch the Stalker PMG

Utility.

Click the gear icon in the top right corner of the Stalker PMG Utility.
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Connection To PMG

4. Select Connection To PMG from the Comection (I/ ——
dropdown menu (Figure T1). O serial ot N )

Select Ethernet and enter the IP Address -

of your PMG in the box.

Clase

Figure 11
[ Connection Ta FMG
5. If you have successfully connected to your ' ‘ ER
PMG, you will see the “Successfully Loaded” .
. Successhully Loaded PMG Configuration!
message (Figure 12). Faloat DG
Configuration
Close
Figure 12

5 - Configuring Your PMG for Operation

Your PMG is now ready to be configured for normal operation.

If the PMG is enrolled in the Street Dynamics Portal, use the portal to configure the
PMG, otherwise use the Stalker PMG Utility.

See the PMG Operators Guide (PN 011-0269-00) for specifics of the PMG settings.
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Notes
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